ACC-166
LCP Design
A0 print 1:1

3.38mm chisel

ACC-166 Nose stiffener B x4
A04

Note: 2.0mm (50z) leather is advised

ACC-166 Nose surface leather x1
A03

Note: 0.6mm (1.250z) leather is advised

ACC-166 Flap surface x2
A01

Note: 1.2mm (30z) leather x1,
0.6mm regenerated leather x1

ACC-166 Flap lining x2
A02

Note: 1.0mm (2.50z) leather x1,
p/ 0.4mm regenerated leather x1 /55/

Bending glue area

\ /
ACCY166 Nose stiffenef A x1
| BO1 |

Note: O.6r}1m regenerated leather {s advised

Anchor point

ACC-166 A09 & A11 stiffener x2
B04

Note: 0.6mm regenerated leather is advised

Anchor point

ACC-166 Gusset x2
A12

Note: 1.2mm (30z) leather x2 for surface and
lining, 0.6mm regenerated leather x1 for stiffener

Anchor point
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U A08 : : ACC-166 Handle surface leather x1
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ACC-166 Handle stiffener B x1 Note: 2.0mm (50z) leather is advised
A06 o
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ACC-166 Back surface x1 I J ACC-166 Back lining x1 |
A10 | A1 | o
Note: 1.0mm (2.50z) leather is advised I Note: 1.0mm (2.50z) leather is advised I ACC-166 Bridge stiffener x1
| | BO3
: : Note: 0.5mm vulcanized fibre is advised
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